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is process wastewater or maintenance
wastewater.

Wastewater stream means a stream
that contains wastewater as defined in
this section.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11547, Mar. 9, 1999; 65 FR 38102, June 19,
2000]

§ 63.1313 Emission standards.
(a) Except as allowed under para-

graphs (b) through (d) of this section,
the owner or operator of an existing or
new affected source shall comply with
the provisions in:

(1) Section 63.1314 for storage vessels;
(2) Section 63.1315, or §§ 63.1316

through 63.1320, as appropriate, for con-
tinuous process vents;

(3) Section 63.1321 for batch process
vents;

(4) Section 63.1328 for heat exchange
systems;

(5) Section 63.1329 for process contact
cooling towers;

(6) Section 63.1330 for wastewater;
(7) Section 63.1331 for equipment

leaks;
(8) Section 63.1333 for additional test

methods and procedures;
(9) Section 63.1334 for parameter mon-

itoring levels and excursions; and
(10) Section 63.1335 for general record-

keeping and reporting requirements.
(b) When emissions of different kinds

(i.e., emissions from continuous process
vents subject to either § 63.1315 or
§§ 63.1316 through 63.1320, batch process
vents, aggregate batch vent streams,
storage vessels, process wastewater,
and/or in-process equipment subject to
§ 63.149) are combined, and at least one
of the emission streams would be clas-
sified as Group 1 in the absence of com-
bination with other emission streams,
the owner or operator shall comply
with the requirements of either para-
graph (b)(1) or (b)(2) of this section, as
appropriate. For purposes of this para-
graph (b), combined emission streams
containing one or more batch process
vents and containing one or more con-
tinuous process vents subject to
§ 63.1315, § 63.1316(b)(1)(i)(A),
§ 63.1316(b)(1)(ii), § 63.1316(b)(2)(i),
§ 63.1316(b)(2)(ii), or § 63.1316(c)(1), ex-
cluding § 63.1316(c)(1)(ii), may comply
with either paragraph (b)(1) or (b)(2) of
this section, as appropriate. For pur-

poses of this paragraph (b), the owner
or operator of an affected source with
combined emission streams containing
one or more batch process vents but
not containing one or more continuous
process vents subject to § 63.1315,
§ 63.1316(b)(1)(i)(A), § 63.1316(b)(1)(ii),
§ 63.1316(b)(2)(i), § 63.1316(b)(2)(ii), or
§ 63.1316(c)(1), excluding
§ 63.1316(c)(1)(ii), shall comply with
paragraph (b)(3) of this section.

(1) Comply with the applicable re-
quirements of this subpart for each
kind of emission in the stream as speci-
fied in paragraphs (a)(1) through (a)(7)
of this section.

(2) Comply with the first set of re-
quirements, identified in paragraphs
(b)(2)(i) through (b)(2)(vi) of this sec-
tion, which applies to any individual
emission stream that is included in the
combined stream, where either that
emission stream would be classified as
Group 1 in the absence of combination
with other emission streams, or the
owner or operator chooses to consider
that emission stream to be Group 1 for
purposes of this paragraph. Compliance
with the first applicable set of require-
ments identified in paragraphs (b)(2)(i)
through (b)(2)(vi) of this section con-
stitutes compliance with all other re-
quirements in paragraphs (b)(2)(i)
through (b)(2)(vi) of this section appli-
cable to other types of emissions in the
combined stream.

(i) The requirements of this subpart
for Group 1 continuous process vents
subject to § 63.1315, including applicable
monitoring, recordkeeping, and report-
ing;

(ii) The requirements of
§ 63.1316(b)(1)(i)(A), § 63.1316(b)(1)(ii),
§ 63.1316(b)(2)(i), § 63.1316(b)(2)(ii), or
§ 63.1316(c)(1), excluding
§ 63.1316(c)(1)(ii), as appropriate, for
control of emissions from continuous
process vents subject to the control re-
quirements of § 63.1316, including appli-
cable monitoring, recordkeeping, and
reporting requirements;

(iii) The requirements of § 63.119(e), as
specified in § 63.1314, for control of
emissions from Group 1 storage vessels,
including applicable monitoring, rec-
ordkeeping, and reporting;

(iv) The requirements of § 63.139, as
specified in § 63.1330, for control devices
used to control emissions from waste
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management units, including applica-
ble monitoring, recordkeeping, and re-
porting;

(v) The requirements of § 63.139, as
specified in § 63.1330, for closed vent
systems for control of emissions from
in-process equipment subject to § 63.149,
as specified in § 63.1330, including appli-
cable monitoring, recordkeeping, and
reporting; or

(vi) The requirements of this subpart
for aggregate batch vent streams sub-
ject to § 63.1321(c), including applicable
monitoring, recordkeeping, and report-
ing.

(3) The owner or operator of an af-
fected source with combined emission
streams containing one or more batch
process vents but not containing one or
more continuous process vents subject
to § 63.1315, § 63.1316(b)(1)(i)(A),
§ 63.1316(b)(1)(ii), § 63.1316(b)(2)(i),
§ 63.1316(b)(2)(ii), or § 63.1316(c)(1), ex-
cluding § 63.1316(c)(1)(ii), shall comply
with paragraph (b)(3)(i) and (b)(3)(ii) of
this section.

(i) The owner or operator of the af-
fected source shall comply with
§ 63.1321 for the batch process vent(s).

(ii) The owner or operator of the af-
fected source shall comply with either
paragraph (b)(1) or (b)(2) of this sec-
tion, as appropriate, for the remaining
emission streams.

(c) Instead of complying with
§§ 63.1314, 63.1315, 63.1316 through 63.1320,
63.1321, and 63.1330, the owner or oper-
ator of an existing affected source may
elect to control any or all of the stor-
age vessels, batch process vents, aggre-
gate batch vent streams, continuous
process vents, and wastewater streams
and associated waste management
units within the affected source to dif-
ferent levels using an emissions aver-
aging compliance approach that uses
the procedures specified in § 63.1332.
The restrictions concerning which
emission points may be included in an
emissions average, including how many
emission points may be included, are
specified in § 63.1332(a)(1). An owner or
operator electing to use emissions
averaging shall still comply with the
provisions of §§ 63.1314, 63.1315, 63.1316
through 63.1320, 63.1321, and 63.1330 for
affected source emission points not in-
cluded in the emissions average.

(d) A State may decide not to allow
the use of the emissions averaging
compliance approach specified in para-
graph (c) of this section.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38106, June 19, 2000]

§ 63.1314 Storage vessel provisions.

(a) This section applies to each stor-
age vessel that is assigned to an af-
fected source, as determined by
§ 63.1310(g). Except as provided in para-
graphs (b) through (d) of this section,
the owner or operator of an affected
source shall comply with the require-
ments of §§ 63.119 through 63.123 and
63.148 for those storage vessels, with
the differences noted in paragraphs
(a)(1) through (a)(17) of this section for
the purposes of this subpart.

(1) When the term ‘‘storage vessel’’ is
used in §§ 63.119 through 63.123, the defi-
nition of this term in § 63.1312 shall
apply for the purposes of this subpart.

(2) When the term ‘‘Group 1 storage
vessel’’ is used in §§ 63.119 through
63.123, the definition of this term in
§ 63.1312 shall apply for the purposes of
this subpart.

(3) When the term ‘‘Group 2 storage
vessel’’ is used in §§ 63.119 through
63.123, the definition of this term in
§ 63.1312 shall apply for the purposes of
this subpart.

(4) When the emissions averaging
provisions of § 63.150 are referred to in
§§ 63.119 and 63.123, the emissions aver-
aging provisions contained in § 63.1332
shall apply for the purposes of this sub-
part.

(5) When December 31, 1992, is re-
ferred to in § 63.119, March 29, 1995 shall
apply instead, for the purposes of this
subpart.

(6) When April 22, 1994, is referred to
in § 63.119, June 19, 2000 shall apply in-
stead, for the purposes of this subpart.

(7) Each owner or operator of an af-
fected source shall comply with this
paragraph (a)(7) instead of
§ 63.120(d)(1)(ii) for the purposes of this
subpart. If the control device used to
comply with § 63.119(e) is also used to
comply with any of the requirements
found in § 63.1315, § 63.1316, § 63.1322, or
§ 63.1330, the performance test required
in or accepted by the applicable re-
quirements of §§ 63.1315, 63.1316, 63.1322,
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